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OIL EMULSION DRIFT REDUCTION AGENT (DRA) • DEPOSITION AID

POLYTEX® L 550
PRINCIPAL FUNCTIONING AGENTS
Proprietary blend of oils and emulsifiers.......................................................  99%
Constituents ineffective as a spray adjuvant.................................................... 1%
TOTAL ............................................................................................................. 100%
All ingredients are exempt from tolerance under 40 CFR 180.

KEEP OUT OF REACH OF CHILDREN
PRECAUTIONS
Avoid contact with skin, eyes or clothing. Do not take internally. Do not eat, 
drink, smoke or chew gum while using this product. Wash thoroughly with soap 
and water after handling.

GENERAL INFORMATION
POLYTEX® L 550 is an oil emulsion drift reduction agent (DRA) formulated to 
minimize off-target movement by increasing droplet size for better deposition. 
It enhances application efficiency by maximizing spray coverage and reducing 
droplet bounce to reach the target site.

The degree of drift hazard varies with the type of pesticide, application 
conditions and the vegetation near the treated area.

POLYTEX L 550 is intended to be a management tool that will improve 
deposition and help to reduce drift of the active ingredient in the spray solution 
away from the target surface.

POLYTEX L 550 does not produce large spray droplets like polymer drift 
products. Internal cohesion of the components helps to deter droplet shearing 
into fines which move off-target into sensitive areas.

Recommended for all crops and non-crops with most active ingredients such 
as glyphosate, 2,4-D and dicamba.

DIRECTIONS FOR USE

NOT FOR AQUATIC USE

Follow the instructions on the most restrictive active ingredient label.

Tank mixtures should only be applied within the label recommendations of 
every product in the tank mixture.

Use only if a deposition aid and drift reduction agent are allowed or not 
excluded on the label.

POLYTEX L 550 may be applied through direct injection systems when pumped 
with proper amount of water. Do not pre-mix with emulsifiable concentrates or 
aqueous solutions.

NOTE: When combining new or unfamiliar components in any tank mix, the 
applicator should conduct phytotoxicity and jar tests to ensure compatibility 
and avoid damage to non-targeted species.

Order of addition
In general, follow the W-A-L-E-S plan when adding herbicides to a tank mix.
1. Wettable Powders (WP) then Flowables (F, DF)
2. Agitate then add anti-foaming compounds, buffers
3. Liquid and Soluble products
4. Emulsifiable concentrates (EC)
5.POLYTEX L 550 and other adjuvants 

Prior to mixing, fill the spray tank with half of the carrier. Then start the sprayer 
and check to make sure that all valves and gauges work and that there is proper 
tank agitation.

APPLICATION RATES

Aerial and Ground Spraying Per Acre

Herbicides and fungicides 4-6 fl oz

Insecticides 2-4 fl oz

Ground boom spray drift buffer reduction 0.3% v/v ESA compliant

NOTE: Do not exceed 1% v/v of the spray solution.

STORAGE AND DISPOSAL
Storage: Store in a cool, dry place. Store in original container only. Do not add 
anything to the container. Keep container tightly sealed when not in use. Do not 
store near fire, flame or other potential sources of ignition. Do not contaminate 
water, food or feed by storage or disposal of this product. STORE BETWEEN 40° 
AND 90° F.

Disposal: Do not reuse empty container. Triple rinse (or equivalent) during 
mixing and loading. Recycling decontaminated containers is the best option 
of container disposal if allowed by law. The Agricultural Container Recycling 
Council (ACRC) operates the national recycling program. To contact your 
state and local ACRC recycler visit the ACRC web page at www.acrecycle.org. 
Decontaminated containers and materials must be disposed of in a manner 
allowed by local, state and federal laws and regulations.
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